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LED WALL SPOTLIGHTS
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SENSOR

SENSORE  INFRAROSSI

INFRARED  SENSOR

VIEST 3

VIEST 4

FARETTO FISSO con 6 LED da 1 W 
Struttura in acciaio inox AISI 316.
Cover in policarbonato opale.
Alimentazione: in corrente continua 350 mA.
Consumo: 8,4 W.
Alimentatore incorporato.
Installazione
Tramite viti.

SPOTLIGHT with 6 LEDs 1 W
Structure in stainless steel AISI 316.
Opal polycarbonate cover.
Supply current: 350 mA constant. 
Consumption: 8.4 W.
Led power supply integrated.
Installation
By screws.

FARETTO FISSO con 6 LED da 1 W 
Luce con sensore a infrarossi e 
crepuscolare 
Struttura in acciaio inox AISI 316.
Cover in policarbonato opale.
Alimentazione: in corrente continua 350 mA.
Consumo: 8,4 W.
Alimentatore incorporato.
Installazione
Tramite viti.

SPOTLIGHT with 6 LEDs 1 W 
Light with infrared sensor and sensitive 
automatic on/off function
Structure in stainless steel AISI 316.
Opal polycarbonate cover.
Supply current: 350 mA constant. 
Consumption: 8.4 W.
Led power supply integrated.
Installation
By screws.
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Caratteristiche tecniche
Raggio d’azione: da 1 a 8 m (160°).
Tempo di regolazione: da 5 sec. a 15 min.
Sensore che impedisce l’accensione della luce durante 
il giorno.

Technical characteristic
Detection zone: from 1 to 8 m (160°).
Lighting period adjustement: from 5 sec. to 15 min.
Light sensitive sensor which prevents the lamp switching on 
in the present of natural light.
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